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SCT2  For �e infor�ion www.silicontent.com    © 202   Silicon Content Technology Co., Ltd.   All Rights Reserved        2셀      Product Folder Links:  SCT2    Figure 2 솀 Đ Over Current Protection Over voltage Protection The SCT22섰 i�plements the Over-voltage Protection OVP circuitr y to mini�ize output voltage overshoot during load transient, recovering from output fault condition or light load transient. The overvoltage comparator in  OVP circuit compares the FB pin voltage to the internal reference voltage. When FB voltage exceeds 110% of internal 1V reference voltage, the high-side MOSFET turns off to avoid output voltage continue to increase. When the FB pin voltage falls below 2섰5% of the 1V reference voltage, the high-side MOSFET can turn on again. Ther�Shutdown Once the junction temperature in the SCT2410 exceeds 170
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APPLICATION INFORMATION 

Typical Application 
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Figure 16. 24V Input, 5V/1A Output 
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Figure 17. 24V Input, 12V/1A Output 

Design Parameters 

 
  

Design Parameters Example Value 

Input Voltage 24V 

Output Current 1A 

Switching Frequency 2MHz 

Start Input Voltage (rising VIN) 5.5V 

Stop Input Voltage (falling VIN) 5V 

http://www.silicontent.com/


http://www.silicontent.com/


http://www.silicontent.com/


http://www.silicontent.com/


SCT2410 

 

       16     For more information www.silicontent.com    © 2024  Silicon Content Technology Co., Ltd.   All Rights Reserved  

http://www.silicontent.com/


http://www.silicontent.com/


SCT2410 

 

       18     For more information www.silicontent.com    © 2024  Silicon Content Technology Co., Ltd.   All Rights Reserved  

Product Folder Links:  SCT2410 

Layout Guideline 

The regulator could suffer from instability and noise problems without carefully layout of PCB. Radiation of high- 
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TAPE AND REEL INFORMATION 
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