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芯 洲 科 技  
Silicon Content Technology 

 

4.3V-60V Vin, 5A, High Efficiency Step-down DCDC Converter with 
Programmable Frequency  

FEATURES 
• Wide Input Range: 4.3V-60V   

• Up to 5A Continuous Output Current 

• 0.8V Feedback Reference Voltage 

• Integrated 130mΩ 
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GND 7 Ground. 

SW 8 Regulator switching output. Connect SW to an external power inductor. 

Thermal 
Pad 

9 
Heat dissipation path of die. Electrically connection to GND pin. Must be connected to 
ground plane on PCB for proper operation and optimized thermal performance.  

RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted. 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 4.3 60 V 

VOUT Output voltage range 0.8 57 V 

TJ Operating junction temperature -40 150 °C 

ESD RATINGS 

PARAMETER DEFINITION MIN MAX UNIT 

VESD 

Human Body Model (HBM), per ANSI-JEDEC-JS-001-
2014 specification, all pins(1) 

-1 +1 kV 

Charged Device Model (CDM), per ANSI-JEDEC-JS-002-
2014 specification, all pins(2) 

-1 +1 kV 

(1) JEDEC document JEP155 states that 500V HBM allows safe manufacturing with a standard ESD control process. 
(2) JEDEC document JEP157 states that 250V CDM allows safe manufacturing with a standard ESD control process. 

THERMAL INFORMATION 

PARAMETER THERMAL METRIC ESOP-8L UNIT 

RθJA Junction to ambient thermal resistance(1) 35.52 

°C/W 

ΨJT Junction-to-top characterization parameter 14.61 

ΨJB Junction-to-board characterization parameter(1) 5.65 

RθJCtop Junction to case thermal resistance(1) 67.26 

RθJB Junction-to-board thermal resistance(1) 15.07 

(1) SCT provides RθJA and RθJC numbers only as reference to estimate junction temperatures of the devices. RθJA and RθJC are not a 
characteristic of package itself, but of many other system level characteristics such as the design and layout of the printed circuit 
board (PCB) on which the SCT2650B is mounted, thermal pad size, and external environmental factors. The PCB board is a heat sink 
that is soldered to the leads and thermal pad of the SCT2650B. Changing the design or configuration of the PCB board changes the 
efficiency of the heat sink and therefore the actual RθJA
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SYMBOL
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TYPICAL CHARACTERISTICS 

 
Figure 2. Efficiency vs Load Current, Vout=12V 

 
Figure 3. Efficiency vs Load Current, Vout=5V 

 

Figure 4. Load Regulation, Vin=24V, Vout=5V, Fsw=500k 

 

Figure 5. Current Limit VS Temperature 

 

Figure 6. Switching Frequency VS Temperature Figure 7. Switching Frequency vs RT Resistor 
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FUNCTIONAL BLOCK DIAGRA 

 
Figure 8. Functional Block Diagram 
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EN pin is a high voltage pin that can be connected to VIN directly to start up the device.  

For a higher system UVLO threshold, connect an external resistor divider (R1 and R2) shown in Figure 9 from VIN 
to EN. The UVLO rising and falling threshold can be calculated by Equation 1 and Equation 2 respectively. 

 

𝑅1 =
𝑉𝑟𝑖𝑠𝑒 ∗ 0.875 − 𝑉𝑓𝑎𝑙𝑙

3.125𝑢𝐴
 (1) 

 

𝑅2 =
𝑅1 ∗ 1.05

𝑉𝑓𝑎𝑙𝑙 − 1.05 + 𝑅1 ∗ 4𝑢𝐴
 (2) 

where  

• Vrise is rising threshold of Vin UVLO 

• Vfall is falling threshold of Vin UVLO 

1.2V

+

3uA1uA

VIN

R1

R2

EN

 
 

Figure 9. System UVLO by enable divide 

Output Voltage 

The SCT2650B regulates the internal reference voltage at 0.8V over the operating temperature and voltage range. 
The output voltage is set by a resistor divider from the output node to the FB pin. It is recommended to use 1% 
tolerance or better resistors. Use Equation 3 to calculate resistance of resistor dividers. To improve efficiency at 
light loads, larger value resistors are recommended. However, if the values are too high, the regulator will be more 
susceptible to noise affecting output voltage accuracy. 

𝑅𝐹𝐵_𝑇𝑂𝑃 = (
𝑉𝑂𝑈𝑇

𝑉𝑅𝐸𝐹

− 1) ∗ 𝑅𝐹𝐵_𝐵𝑂𝑇 (3) 

where  

• RFB_TOP is the resistor connecting the output to the FB pin. 

• RFB_BOT is the resistor connecting the FB pin to the ground. 

Internal Soft-Start 

The 

�圀he 
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falling edge of the external clock at RT/CLK pin with typical 66ns time delay. A square wave clock signal to RT/CLK 
pin must have high level no lower than 3.5V, low level no higher than 0.4V, and pulse width larger than 80ns.  

In applications where both resistor setting frequency mode and clock synchronization mode are needed, the device 
can be configured as shown in Figure 10. Before an external clock is present, the device works in resistor setting 
frequency mode. When an external clock presents, the device automatically transitions from resistor setting mode 
to external clock synchronization mode. An internal phase locked loop PLL locks internal clock frequency onto the 
external clock within typical 85us. The converter transitions from the clock synchronization mode to the resistor 
setting frequency mode when the external clock disappears. 

Frequency Spread Spectrum 

To reduce EMI, the SCT2650B implements Frequency Spread Spectrum (FSS). The FSS circuitry shifts the 
switching frequency of the regulator periodically within a certain frequency range around the adjusted switching 
frequency. The jittering span is ±6% of the switching frequency with 1/512 swing frequency.  

Linear Frequency Reduction 

In order to optimize the performance of the output voltage during startup and optimize the inductance current ripple, 
the SCT2650B adopts a linear frequency reduction function design during startup power-up. During the process of 
increasing the FB pin voltage from 0V to 0.8V during startup, the frequency of SCT2650B will linearly increase to 
the set frequency in a certain proportion.  

Bootstrap Voltage Regulator and Low Drop-out Operation 

An external bootstrap capacitor between BOOT pin and SW pin powers the floating gate driver to high-side power 
MOSFET. The bootstrap capacitor voltage is charged from an integrated voltage regulator when high-side power 
MOSFET is off and the external low-side diode conducts. The 
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APPLICATION INFORMATION 

Typical Application 
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Figure 11. SCT2650B Design Example, 5V Output with Programmable UVLO 

Design Parameters 

Design Parameters Example Value 

Input Voltage 24V Normal, 6V to 60V 

Output Voltage 5V 

Maximum Output Current 5A 

Switching Frequency 500 KHz 

Output voltage ripple (peak to peak) 10.4mV 

Transient Response 1.25A to 3.75A load step ∆Vout = 420mV 

Start Input Voltage (rising VIN) 5.8V 

Stop Input Voltage (falling VIN) 4.1V 
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When selecting ceramic capacitors, it needs to consider the effective value of a capacitor decreasing as the DC 
bias voltage across a capacitor increasing. 

The input capacitance value determines the input ripple voltage of the regulator. The input voltage ripple can be 
calculated using Equation 17 and the maximum input voltage ripple occurs at 50% duty cycle. 

∆VIN =
IOUT

fSW ∗ CIN

∗
VOUT

VIN

∗ (1 −
VOUT

VIN

) (17) 

For this example, four 2.2μF, X7R ceramic capacitors rated for 100 V in parallel are used. And a 0.1 μF for high-
frequency filtering capacitor is placed as close as possible to the device pins. 

Bootstrap Capacitor Selection 

A 0.1μF ceramic capacitor must be connected between BOOT pin and SW pin for proper operation. A ceramic 

capacitor with X5R or better grade dielectric is recommended. The capacitor should have a 10V or higher voltage 

rating. 

Output Capacitor Selection 

The selection of output capacitor will affect output voltage ripple in steady state and load transient performance. 

The output ripple is essentially composed of two parts. One is caused by the inductor current ripple going through 
the Equivalent Series Resistance ESR of the output capacitors and the other is caused by the inductor current ripple 
charging and discharging the output capacitors. To achieve small output voltage ripple, choose a low-ESR output 
capacitor like ceramic capacitor. For ceramic capacitors, the capacitance dominates the output ripple. For 
simplification, the output voltage ripple can be estimated by Equation 18 desired. 

∆VOUT =
𝑉𝑂𝑈𝑇 ∗ (𝑉𝐼𝑁 − 𝑉𝑂𝑈𝑇)

8 ∗ 𝑓𝑆𝑊
2 ∗ 𝐿 ∗ 𝐶𝑂𝑈𝑇 ∗ 𝑉𝐼𝑁

 (18) 

Where: 

• ΔV

V
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The DC voltage gain of the loop is given by Equation 20. 

𝐴𝑉𝐷𝐶 = 𝐴𝐸𝐴 ∗ 𝐺𝐼𝑆𝑁𝑆 ∗
𝑉𝐹𝐵

𝐼𝑂𝑈𝑇

 (20) 

The system has two noteworthy poles: one is due to the compensation capacitor C7 and the error amplifier output 
resistor. The other is caused by the output capacitor and the load resistor. These poles as located at:  

𝑓𝑃1 =
1

2𝜋 ∗ 𝑅𝑂𝐸𝐴 ∗ 𝐶7 

=
𝐺𝐸𝐴

2𝜋 ∗ 𝐴𝐸𝐴 ∗ 𝐶7

 (21) 

𝑓𝑃2 =
1

2𝜋 ∗ 𝑅𝐿𝑂𝐴𝐷 ∗ 𝐶𝑂𝑈𝑇

=
𝐼𝑂𝑈𝑇

2𝜋 ∗ 𝑉𝑂𝑈𝑇 ∗ 𝐶𝑂𝑈𝑇

 (22) 

Where: 
• ROEA is e
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Inverting Power application 

The SCT2650B can be used to convert a positive input voltage to a negative output voltage. Typical applications 
are amplifiers requiring a negative power supply. 
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Figure 12. SCT2650B Inverting Power Supply 
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Application Waveforms 
VIN=24V, VOUT=5V, FSW=500k, unless otherwise noted 

 

 
Figure 13. Power up (ILOAD=5A) 

 
Figure 
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Application Waveforms 

 

 
Figure 19. Load Transient (0.5A-4.5A, 1.6A/us) 

 

 
Figure 20. Load Transient (1.25A-3.75A, 1.6A/us) 

 
Figure 21. Output Ripple (ILOAD=100mA) 

 
Figure 22. Output Ripple (ILOAD=1A) 

 

 
Figure 23. Output Ripple (ILOAD=5A) 

 

Figure 24. Thermal, 24VIN�
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TAPE AND REEL INFORMATION 
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