2515 Silicon Content Technology SCT81625Q

Wide Vin 50V Non-synchronous Boost/Flyback/SEPIC Controller

FEATURES DESCRIPTION
* Qualified for Automotive Applications The SCT81625Q device is a wide input, non-
* AEC-Q100 Qualified with the Following Results: synchronous boost controller. The Device can be
- Device Temperature Grade 1: -40<C to 125C used in Boost, SEPIC and Flyback converters and
Ambient Operating Temperature Range topologies.
- Device HBM ESD Classification Level H2 L :
- Device CDM ESD Classification Level C3B The swnchlng frequency of the SCT81625Q device
«  Wide Input Voltage Range: 3.2V-50V can be adjusted to any value between 100kHz and

2.2MHz by using a single external resistor or by

* Low Shutdown Current 3.7pA synchronizing it to an external clock. Current mode

e Low Quiescent operating Current: 450pA control provides superior bandwidth and transient

 Adjustable Switching Frequency: 100KHz to 2.2MHz  response in addition to cycle-by-cycle current

o Integrated Frequency Dithering for EMI Mitigation limiting. - Current limit is adjustable through an
. external resistor.

e External Frequency Synchronic

e External Compensation The SCT81625Q is an Electromagnetic Interference

(EMI) friendly controller with implementing optimized

*  Supports additional Slope Compensation design for EMI reduction. The SCT81625Q features

* 5.5ms Internal Soft-start Time Frequency Spread Spectrum (FSS) with 6%

¢ Integrated Protection Feature jittering span of the switching frequency and

- Constant Peak-Current Protection Threshold modulation rate 1/512 of switching frequency to
Over Input Voltage reduce the conducted EMI.

- Output Overvoltage Protection The SCT81625Q device has built-in protection

- Adjust Under-Voltage Lockout
- Constant Current Overload Protection
- Thermal Shutdown Protection:165<C

features such as thermal shutdown, short-circuit
protection and overvoltage protection. Power-saving
shutdown mode reduces the total supply current to

e MSOP-8L(3mm*3mm) Package 3.7pA. Integrated current slope compensation
simplifies the design and, if needed for specific

APPLICATIONS applications, can be increased using a single

e  Muti-output Flyback resistor.

* LED Bias Supply The device is available in a MSOP-8L(3mm*3mm)

e Portable Speaker Supply Package.

e Battery Powered Boost/Flyback/SEPIC application

TYPICAL APPLICATION

o m SBD vouTt
ISEN VIN = —p \9) /

Rc Cc RT
b—— comp  FaisYNCISD —JW‘—'II
SCT81625Q | couTH
- B DR | !
RFBB

AGND PGND J 2 RFBT
—1 RSNS 3
<

BOOST SEPIC

[ _ ! For more information www.silicontent.com © 2025 Silicon Content Technology Co., Ltd. All Rights Reserved 1

Product Folder Links: SCT81625Q



http://www.silicontent.com/

SCT81625Q

REVISION HISTORY

NOTE: Page numbers for previous revisions may differ from page numbers in the current version
Revision 1.0: Released to Market

Revision 1.1: Update Device Order Information, Absolute Maximum Ratings and Electrical Characteristics.

DEVICE ORDER INFORMATION

PACKAGING STANDARD PACKAGE PACKAGE
PART NUMBER ’ TYPE ‘ PACK QTY ‘ MARKING ‘ PINS ‘ DESCRIPTION MSL
SCT81625QMTDR Tape & Reel 4000 1625Q
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SCT81625

Q

ELECTRICAL CHARACTERISTICS
Vin=12V, T3=-40<C~125<, typical values are tested under 25<C.

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX | UNIT
Power Supply and Output
Vin Operating input voltage 2.92 50 \%
Vin uvio Input UV!_O VN rising 29 \%
Hysteresis 160 mVv
Isp Shutdown current Veasyenisp=5V 3.7 8 UA
lo Quiescent current from VIN no load, no switching 460 uA
Reference and Control Loop
Tj=25<C 1.241 1.26 1.278
VREF Reference voltage of FB \
Tj=-40~125<C 1.222 1.297
Ire FB pin leakage current Ves=1V 100 | nA
Gea Error amplifier trans-conductance Vcomp=1.5V 500 700 900 | uS
Error amplifier maximum source Vre=Vrer-200mV,
lcomp_src current Veomp=1.5V 120 155 195 uA
Icomp_snk Error amplifier maximum sink current VFB:VEEF+200mV' -170 -130 -90 uA
Vcomp=1.5V
Vcomp_H COMP high clamp Vee=0.8V 1.9 2.55 32 |V
Vcomp_L COMP low clamp Ves=1.7V 0.4 0.88 12 |V
Gate Driver
Roson_top Driver switch on resistance(top) 4 Q
Roson_Low Driver switch on resistance(bottom) 2 Q
Current Sense
VSEnsE Current sense threshold 120 146 170 | mV
Vs @ Internal compensation Ramp voltage 90 mv
Soft start
Tss Soft-start Time 55 ms
Switching Frequency
Fsw Switching frequency Rraisyncisp=47.5kQ 360 400 440 | kHz
Fss Frequency Spread Range 6 %
Threshold for Synchronization on Synchronization
Vevnhi FA/SYNC/SD pin voltage rising 1.27 1451V
Vsw_Lo Synchronization 058  0.68 v
voltage falling
Dwax Maximum Duty Cycle Rraisyncisp=47.5kQ

4 For more information www.silicontent.com © 2025 Silicon Content Technology Co., Ltd.

Product Folder Links: SCT81625Q

All Rights Reserved

=C1



SCT81625Q

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX | UNIT
Thermal shutdown threshold Tsrising 165 <<
Tsp®
Hysteresis 25 <<

(1) Guaranteed by design and bench, not tested in production.

(2) Guaranteed by design, not tested in production.

(3) The overvoltage protection is specified with respect to the feedback voltage. This is because the overvoltage protection
tracks the feedback voltage. The overvoltage threshold can be calculated by adding the feedback voltage (Vrs) to the overvoltage

protection specification.
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SCT81625Q

TYPICAL CHARACTERISTICS
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Figure 6. Efficiency vs Load Current, Sepic, VOUT=12V
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SCT81625Q

FUNCTIONAL BLOCK DIAGRAM

FA/SYNC
/SD

FB

VIN
Shutdown SD
SYNC &
Frequency Oscillator CLK -
Detect LDO
Slope ) Vee
Compensation
VCC_UVLQ
Thermal | OTP = VCC_UVLO }—
Sensor
VCS1|, YVYVYY
FB OVP 146.5mV|
FB_OVP [—3
OC_COMP
Gate
VCS1 -
—* Control Logic Driver DR
ss —O— -
VREF=1.26V
PWM_COMP
FB_OVP
—> PGND
Soft_Start | SS Islope=40uA
VCS1
ISNS
COMP AGND

Figure 11. Functional Block Diagram
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SCT81625Q

OPERATION

Overview

The SCT81625Q device is a wide input range, non-synchronous boost controller that uses peak-current-
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SCT81625Q

The current mode control scheme samples the inductor current, IL, and compares the sampled signal, Vsamp, to a
internally generated control signal, Vc. The current sense resistor, RSEN, as shown in Figurell converts the
sampled inductor current, IL, to the voltage signal, Vsamp, that is proportional to IL such that

Vsamp = IL * RSEN (1)
Figurel?2 illustrate the theory why Sub-Harmonic Oscillation happen, the rising and falling slopes, M1 and -M2
respectively, of Vsamp are also proportional to the inductor current rising and falling slopes, Mon and -Moff
respectively. Where Mon is the inductor slope during the switch on-time and -Moff is the inductor slope during the
switch off-time and are related to M1 and -M2 by

M, =M_, *Rsy 2

M, =-M 4 * Ry 3)
For the boost topology:

M, =M, *Ry, =Vin*Rg, /L (4)

M, =M 4 *Ry, = (Vout —Vin)*Rg, /L (5)

In Figurel0, a small increase in the load current causes the sampled signal to increase by AVsampO0. The effect of
this load change, AVsampl, at the end of the first switching cycle is

M, —M

AV, . =—( S)*AV,, (6)
samp M . + M . samp
So, When No compensation ramp signal is added, which Mc is zero, then:
M D
AV armpr = —~(—=2)*AV, 0 =—(G—=)* AV )
samp M . samp 1_ D samp

When D > 0.5, AVsampl will be greater than AVsampO. In other words, the disturbance is
divergent. So a very small perturbation in the load will cause the disturbance to increase.

After a compensation ramp is added to the control signal. To ensure that the perturbed signal converges we must
maintain:

M, -M
_(#)
M, +M,

<1 (8

The compensation ramp has been added internally in the SCT81625Q. The slope of this compensation ramp has
been selected to satisfy most applications, and it's value depends on the switching frequency. This slope can be
calculated using the formula:

M, =V, *F ©

S

VSL is the amplitude of the internal compensation ramp and FS is the controller's switching
frequency.

For more flexibility, slope compensation can be increased by adding one external resistor, RSL, in the ISEN's path.
Figure1l3 shows the setup. The externally generated slope compensation is then added to the internal slope
compensation of the SCT81625Q. When using external slope compensation, the formula for Mc becomes:

Mc:(VSL+K*RSL)*Fs (10)

A typical value for factor K is 40 pA.
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R, (k)= 1477 (13)

~ fsw(kHz)
The SCT81625Q
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SCT81625Q

APPLICATION INFORMATION

Typical Application (Boost)

=C]

b

4*10uF

L
[ sEo

o
— ISEN VIN —N—
1k 47 .5k
— comp FAI/SYNC/SD |
SCT81625Q 4*22uF
— FB DR —|
10.2k
— AGND PGND 86.6k
15mQ
£
Figure 18. Application Schematic, 3V to 11V, 2A Boost Regulator at 400kHz
Design Parameters
Design Parameters Example Value
Input Voltage 5V Normal 3V to 11V
Output Voltage 12V
Maximum Output Current 3A
Switching Frequency 400 KHz
Output voltage ripple (peak to peak) 75mV (Load=2A)
For more information wwwe.silicontent.com © 2025 Silicon Content Technology Co., Ltd. All Rights Reserved 13
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SCT81625Q

Inductor Selection (Boost)

The performance of inductor affects the power supply’s steady state operation, transient behavior, loop stability,
and boost converter efficiency. The inductor value, DC resistance, and saturation current influences both efficiency
and the magnitude of the output voltage ripple. Larger inductance value reduces inductor current ripple and
therefore leads to lower output voltage ripple. For a fixed DC resistance, a larger value inductor yields higher
efficiency via reduced RMS and core losses. However, a larger inductor within a given inductor family will generally
have a greater series resistance, thereby counteracting this efficiency advantage.

Inductor values can have £20% or even £50% tolerance with no current bias. When the inductor current approaches
saturation level, its inductance can decrease 20% to 35% from the value at 0-A current depending on how the
inductor vendor defines saturation. When selecting an inductor, choose its rated current especially the saturation
current larger than its peak current during the operation.

To calculate the current in the worst case, use the minimum input voltage, maximum output voltage, maxim load
current and minimum switching frequency of the application, while considering the inductance with -30% tolerance
and low-power conversion efficiency.
For a boot converter, calculate the inductor DC current as in Equation 14

X

x
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I is the gate drive current.

The total power dissipation of MOSFET includes conduction loss as shown in the first term and switching loss as
shown in the second term. The total power dissipation should be within package thermal ratings.

Output Diode Selection

Observation of the boost converter circuit shows that the average current through the diode is the average load
current, and the peak current through the diode is the peak current through the inductor. The diode should be rated
to handle more than its peak current. The peak diode current can be calculated using Equation 24.

lout
IoPeak) = ————+ AlL (24)

(1-D)

Thermally the diode must be able to handle the maximum average current delivered to the output. The peak reverse
voltage for boost converters is equal to the regulated output voltage. The diode must be capable of handling this
voltage. To improve efficiency, a low forward drop schottky diode is recommended.
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SCT81625Q

Application Waveforms
Vin=5V, Vout=12V, unless otherwise noted
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Figure 31. Load Trans (lload=0.5A-1.5A) o Figure 32. Steady-state (lload=2A)

22 For more information www.silicontent.com © 2025 Silicon Content Technology Co., Ltd.  All Rights Reserved

Product Folder Links: SCT81625Q



SCT81625Q

For more information www.silicontent.com © 2025



SCT81625Q

PACKAGE INFORMATION
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TAPE AND REEL INFORMATION
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